


HiT-HxxxOF-BF

430 435 440 445 450

Nominal Output (Pmpp) W 430 435 440 445 450

Open Circuit Voltage (Voc) V 40.30 40.56 40.83 41.09 41.34

Short Circuit Current (Isc) A 13.30 13.35 13.40 13.45 13.50

Voltage at Pmax (Vmpp) V 33.49 33.75 34.01 34.26 34.51

Current at Pmax (Impp) A 12.84 12.89 12.94 12.99 13.04

Module Efficiency % 22.02 22.28 22.53 22.79 23.04

Maximum System Voltage V DC 1,500V (IEC)

Temperature Coefficient of Pmax %/°C -0.26

Temperature Coefficient of Voc %/°C -0.24

Temperature Coefficient of Isc %/°C 0.04

Bificiality - 85% ± 5%

430 435 440 445 450

Nominal Output (Pmpp) W 475 480 485 490 495

Voltage at Pmax (Vmpp) V 33.49 33.75 34.01 34.26 34.51

Current at Pmax (Impp) A 14.18 14.23 14.27 14.31 14.35

Open Circuit Voltage (Voc) V 40.30 40.56 40.83 41.09 41.34

Short Circuit Current (Isc) A 14.69 14.73 14.77 14.81 14.85

*STC : Irradiance 1,000 W/m2, cell temperature 25°C, AM=1.5 / Measurement tolerances Pmpp ±3%; Voc ±3%; Isc ±5%

**BSTC : Front side Irradiance 1,000 W/m2, back side reflection irradiation 135 W/m2, AM=1.5, Ambient temperature 25°C.

Electrical Characteristics 
(STC*)

BSTC**

Module Diagram (unit : mm)

Dimensions 1,722 mm (L) x 1,134 mm (W) x 30 mm (H)

Weight 22 kg

Solar Cells N-Type HJT, 182mm x 91.75mm, 108 cells

Output Cables
Cable : (+)1,200 mm, (-)1,200mm / 4mm2 / UV resistant
Connector : Stäubli MC4-Evo2

Junction Box IP68

Construction
Front Glass : anti-reflective solar glass, 1.6mm
Rear Glass : solar glass, 1.6mm 

Frame Anodized aluminum alloy (Black)

Container Size 40

Pallets Per Container 26

Modules Per Pallet (pcs) 36

Modules Per Container (pcs) 936

Mechanical Characteristics

Shipping Configurations

Installation Safety Guide

Nominal Operating  
Cell Temp. (NOCT) 44°C ± 2°C

Operating Temperature -40°C ~ +85°C

Maximum
System Voltage DC 1,500V (IEC)

Maximum
Reverse Current 25A

Maximum
Test Load

Front  5,400 Pa
Rear   2,400 Pa

•   Only qualified personnel should install or 
perform maintenance.

• Be aware of dangerous high DC voltage.

•   Do not damage or scratch the rear surface  
of the module.

•   Do not handle or install modules when they are 
wet.

I-V Curves (HiT-H440OF-BF)
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Irradiance = 1,000W/m2

 Operating Cell Temp = 5°C
 Operating Cell Temp = 25°C
 Operating Cell Temp = 45°C
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