
Key specifications
2-Drop IQ Cable

Q-25-17-02
AC power cable

Q-15-10-TF

Voltage rating 600 V (Connector rating up to 250 V)

IQ Cable temperature
rating

–40°C to 90°C wet/dry –30°C to 75°C wet/dry

Connector temperature
rating

−40°C to 85°C −40°C to 50°C

Environmental protection
rating

IEC 60529 IP67

Conductor cross sectional
area

2.5 mm2 1.5 mm2

Cable length between
connectors

2.0 m 1.0 m

No. of connectors 4 (3 male, 1 female) 2 (1 Type F, 1 3-pin)

Weight 750 g 260 g

 Simple

• Light weight and compact
with pre-installed plug-and-play
connectors

 Compatible

• Compatible with IQ Microinverters
and IQ Balcony Gateway

 Flexible

• Expand the system easily with one
or two microinverters or extension
cable

 Reliable

• Reliable UV resistant IP67 cabling

IQ Balcony cables and
accessories
The IQ Balcony Solar System is a do-it-yourself plug-in solar solution
to harness solar energy from PV panels installed in a balcony. The
Enphase IQ Cabling and accessories are part of the IQ Balcony Solar
System. These products enable fast, simple, and reliable installations.
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SKUs Description

Q-25-17-02 Simplified cabling with pre-installed connectors to connect two IQ Microinverters to the system

Q-25-17-01 Simplified cabling with pre-installed connectors to connect one IQ Microinverter to the system

Q-25-50-02
A 5-meter-long IQ Extension Cable for extending the IQ Cables if the IQ Microinverters are placed

far from one another

Q-15-10-TF Schuko cable to connect IQ Balcony Gateway to the Schuko AC wall socket

IQ Cable specifications

Voltage rating 600 V (connector rating up to 250 V)

Temperature rating –40°C to 90°C wet/dry

Connector temperature rating –40°C to 85°C

UV exposure rating IEC 60068-2-5 1008h ≤±30%

Environmental protection rating IEC 60529 IP67

IQ Cable type H07BQ-F

Cable flame rating IEC 60332-1-2

IQ Cable AC connector IEC 61984, IEC 62368-1 certified

IQ Cable outer diameter 10.3 ± 0.3 mm

Minimum bending radius 5 cm

Conductor resistance 7.98 Ω/km (20°C), 9.75 Ω/km (85°C)

Compliance RoHS, OIL RES I, CE, IEC 61984 (update), IEC 62368-1, EN 60228

SKU Phase
Conductor

cross-
sectional area

Manufacturer
rated current

@25°C

Cable length
between

connectors
Orientation

No. of
connectors

Weight

Q-25-17-02 Single-phase 2 × 2.5 mm2 20 A 2.0 m Landscape
4 (3 male,
1 female)

750 g

Q-25-17-01 Single-phase 2 × 2.5 mm2 20 A 2.0 m Landscape
3 (2 male,
1 female)

445 g

Q-25-50-02 Single-phase 2 × 2.5 mm2 20 A 5.0 m NA
2 (1 male,
1 female)

730 g

IQ Balcony Solar System with 2-drop IQ Cable (Q-25-17-02) highlighted
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AC power cable specifications

Voltage rating 600 V (connector rating up to 250 V)

Temperature rating −30°C to 75°C wet/dry

Connector temperature rating −40°C to 50°C

UV exposure rating IEC 60068-2-5 1008h ≤±30%

Environmental protection rating IEC 60529 IP67

IQ Cable type H07RN-F

Cable flame rating IEC 60332-1-2

IQ Cable outer diameter 9.6 ± 0.25 mm

IQ AC 3-pin connector IEC 61984, IEC 62368-1 certified

Plug type Schuko CEE 7/7

Minimum bending radius 5 cm

Conductor resistance 12.1 Ω/km (20°C)

Compliance RoHS, OIL RES I, CE, IEC 61984 (update), IEC 62368-1, EN 60228

SKU Phase
Conductor

cross-
sectional area

Manufacturer
rated current

@25°C

Cable length
between

connectors
Orientation

No. of
connectors

Weight

Q-15-10-TF Single-phase 1.5 mm2 16 A 1.0 m NA
2 (1 Type F, 1

3‑pin)
260 g

IQ Balcony Solar System with AC power cable (Q-15-10-TF) highlighted

 

DSH-00616-1.0-EN-2025-03-10



Accessories
     

IQ Sealing Cap

IQ Sealing Cap (Q-SEAL-10) is
needed to close any unused
open connector on the IQ Cable
(compatible with IQ Cable, not AC
power cable). Temperature rating:
−40°C to 85°C; Dimensions ( L × W
× H): 24 mm × 38 mm × 19 mm.

 

IQ Disconnect Tool 2

Disconnect tool for IQ Cable
connectors and DC connectors.
This tool is placed at the back of
IQ Balcony Gateway. Dimensions
( L × W × H): 80 mm × 99 mm × 6
mm.
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Revision history

Revision Date Description

DSH-00616-1.0 March 2025 Initial release.
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