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QC4.10 Connector Series

PN

=,

KB ZI e PR, (60 A B XRTCRE: 2 eI AN SR Bevt FOh R AN RIS 955K o ORI HL L A% 4 A R AL A 53
B AR AR Wi K, 1PBT 444 7K fiE ) A s TEAFRERHE T @k LY. TUV. ULXGAE, Wil 43k, tRAIBIR, GUHEAATE!
They can take on heavy responsibilities at the critical moment, can't be stopped by neither wind nor rain formany years.Multifactor Designs
of structure are to meet different customer needs. Higher transfer capability for the current and lower contact resistance make much more
profits. IP67 Water-proof class can make you feel safe in any bad environment. Approved by TUV and UL, and universally accepted. QC
Solar, innovation everywhere!
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Type 54.60 Type 63.00
@ Technical Characteristics
= ©QC4.10-ab ®QC4.10-cd
Rated Voltage
S IEC1000V/UL1000V IEC1500V&UL1500
R ent 30A, 35A, 40A 36A, 41A, 46A
Size of mables 2.5mm?4.0mm?6.0mm%14AWG, 12AWG, 10AWG
Match Connector
Protection Class Ml
ES
Temperature Range e o
e -40°C~+85C
Contact Resistance
FERRER A <5mQ
Protection Degree
BARZR IPee
Flammability Class
B ER SVA
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